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IECS FIXED HEIGHT VERTICAL ESCAPE CHUTE.  

Evacuation time is less than 40 seconds. 

Dependent on Chute Length

Three

Layered

Á Three Layered Vertical Escape Chute

Á Type Grab Method

Á Suitable for Fixed Height Applications

Á Requires a 1 meter air gap for Egress

Á Suitable for use with Life Jackets, Immersion Suit

Á Suitable for disabled, infirm, unconscious and injured

Á Provides protection from heat flux up to 650 degrees

Á Melting point 800 degrees

ÁMinimal physical exertion required whilst in the chute

ÁProvides a controlled,  yet rapid descent

ÁSupplied with a SOLAS rated debarkation/boarding raft

ÁNo need for evacuees to enter the sea

ÁChute available for operating heights up to 60 meters

ÁChute with integrated life rafts 32 meters drop height in order

to retain life SOLAS classification    



Risk Safety Systems US Inc.  Innovators in Safety Evacuation Systems for  the  Oil, Gas & Petrochemical Industries Worldwide.

VARIABLE HEIGHT VERTICAL DUAL ESCAPE CHUTE. 

A. 8 meter fixed chute

Three

Layered

THREE LAYERD TOP CHUTE

ÁThree Layered Vertical Escape Chute.

ÁType Grab Method.

ÁSuitable for Fixed Height Applications.

ÁIf used alone - requires a 1 meter air gap for egress.

ÁSuitable for use with life jackets, immersion suits.

ÁSuitable for disabled, infirm, unconscious and injured.

ÁProvides protection from heat flux up to 650 degrees.

ÁMelting point 800 degrees.

NETTED ZIG ZAG LOWER CHUTE

ÁKevlar Netted Lower Vertical Escape Chute.

ÁType Zig Zag with 4ft sections & rear access for variable height.

ÁSuitable for variable height applications.

ÁIn ballast down or wave condition unused sections remain

coiled in the base of the debarkation/boarding raft.

ÁSuitable for use with life jackets, immersion suits.

ÁProvides a safe and rapid evacuation method. 

Netted

Chute


